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소개

아래 순서도는 프레임 릴레이 트래픽 셰이핑을 구현할 때의 패킷 흐름을 보여줍니다.

사전 요구 사항

요구 사항

이 문서에 대한 특정 요건이 없습니다.

사용되는 구성 요소

이 문서는 특정 소프트웨어 및 하드웨어 버전으로 한정되지 않습니다.

표기 규칙

문서 규칙에 대한 자세한 내용은 Cisco 기술 팁 표기 규칙을 참조하십시오.

순서도

트래픽 셰이핑에 대한 자세한 내용은 Cisco IOS Sorfware Releases 12.2 Mainline의 Policing and
Shaping Overview를 참조하십시오.

//www.cisco.com/en/US/tech/tk801/tk36/technologies_tech_note09186a0080121ac5.shtml
//www.cisco.com/en/US/docs/ios/12_2/qos/configuration/guide/qcfpolsh.html
//www.cisco.com/en/US/docs/ios/12_2/qos/configuration/guide/qcfpolsh.html


   

이 흐름도에서 사용되는 용어의 정의는 다음과 같습니다.

FIFO:최초 발신●

CQ:사용자 지정 대기열 지정●

PQ:우선 순위 큐잉●

관련 정보

추가 프레임 릴레이 트래픽 셰이핑 정보●

프레임 릴레이 트래픽 셰이핑 - 토큰 버킷 흐름도●

프레임 릴레이 컨피그레이션 가이드●

프레임 릴레이 기술 지원 페이지●

Technical Support - Cisco Systems●

//www.cisco.com/en/US/docs/ios/12_1/qos/configuration/guide/qcdfrts.html?referring_site=bodynav
//www.cisco.com/warp/customer/125/token_fchart.html?referring_site=bodynav
//www.cisco.com/en/US/docs/ios/12_1/wan/configuration/guide/wcdfrely.html?referring_site=bodynav
//www.cisco.com/en/US/tech/tk713/tk237/tsd_technology_support_protocol_home.html?referring_site=bodynav
//www.cisco.com/cisco/web/support/index.html?referring_site=bodynav
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